
 

 
 

Specific directions for GTD- installation to AWEK C-POS cash system „C-POS cash-LX“ 
 
 
 
Each point-of-sale with the installed and activated service to transfer transaction data via the network sends 
booking data such as Broadcast via the LAN (Local Area Network, in this case network of points-of-sale).  
Whether the desired point-of-sale has the necessary service of software requirements at its disposal should 
be cleared with or requested from the supplier responsible for the points-of-sale.. 
 
 
 
Configuration GTD: 
The GTD  has to be programmed with the protocol ‚awek.gtd‘.  
The IP-address has to be set in accordance with a free/unused  IP- address of the local network. 
The Port number should be fixed on #9877!. 
The Pos-no. has to be equal to the register number of the desired cash register ( compare to the register 
number on the operator screen!). In case of Pos-no. = 00 the data off all registers will be displayed). 
 
In the delivery state, the last seven lines of the receipt are shown; the last receipt line is always the lower 
line, the preceding lines are scrolled upwards.  
The first line shows the header (incl. receipt, server, point-of-sale numbers) for the entire display period.  
In the POS Menu (when using a PS/2 keyboard: press F1), the starting line or number of scrolling lines can 
be changed if desired: 
Please take care that the end of the scroll field (starting line + scroll lines -1; default: start: 10; number 7 -> 
scroll field of 10-16!) does NOT go beyond line 16! 
The relay (in case of value >0 sec.) starts when receiving each line, the display holding time starts when 
receiving each individual receipt line! Displaying line 1 (dummy) of data set 1 in the grid of the PC menu has 
no influence on the display of the data. However, this data field should not be deleted under any 
circumstances! 
  


