
 

 
 

Specific directions for GTD- installation to  
cash register Casio TE7000/8000 and QT-2100/6000 

 
 
 
During purchase transactions, the point-of-sale system sends the receipt lines of max. 40 characters/line to 
the GTD.   
 
 
Important:  
The data format of the interface of the point-of-sale system should be set to  
19,200 baud, 8 bit, no parity (default setting). 
 

 
In the delivery state, the last six lines of the receipt are shown; the last receipt line is always the lower line, 
the preceding lines are scrolled upwards.  
The first line shows the header (incl. receipt, server, point-of-sale numbers) for the entire display period.  
In the POS Menu (when using a PS/2 keyboard: press F1), the starting line or number of scrolling lines can 
be changed if desired: 
Please take care that the end of the scroll field (starting line + scroll lines -1; default: start: 11; number 6 -> 
scroll field of 11-16!) does NOT go beyond line 16! 
 
The relay (in case of value >0 sec.) starts when receiving each line, the display holding time starts when 
receiving each individual receipt line! 
 
Displaying line 1 (dummy) of data set 1 in the grid of the PC menu has no influence on the display of the 
data. However, this data field should not be deleted under any circumstances! 
 

Direct connection via RS232 instead: 
Cash register     GTD “DATA” 
 9pole SUB-D- plug cable   9pole SUB-D- plug 
   male      male    

 

      TxD   3     2 RxD 
     GND   5     5 GND 
  

 

File name: Casio_7000.gtd 
  


