Specific directions for GTD- installation to
Micros-Fidelio VSS 3700

Each point-of-sale with the installed and activated VSS service for the transmission of transaction data via
the network sends booking data to a previously configured target (GTD) via the LAN (Local Area Network, in
this case the point-of-sale network). Whether the desired point-of-sale has the necessary VSS service at its
disposal should be clarified with or requested from the supplier responsible for the points-of-sale in advance

Configuration cash register / VSS 3700:

First configure the affected points-of-sale using the VSS 3700-Configurator program:

- It is recommended that you activate the setting Individual server for every workstation during this.

- In the Workstations menu that is then listed, it is only possible to allocate points-of-sale and GTDs.
(You need for each desired cash register one GTD!)

- Each point-of-sale/workstation with the desired data capture can now be activated via the VSS active item.

- To the right of this, the target IP (not the IP address of the point-of-sale network!) of the GTD is to be
entered.

- As a remote port, a number of no more than four digits should be entered; standard port of the GTD 2315.

- Please make a note of or remember the last two digits of the workstation-ID on the left (nine digits in total)
for later entry at the GTD!

Configuration GTD:

The GTD is connected to the point-of-sale network via the Ethernet interface. Allocate a free IP address to
the GTD within the point-of-sale network and retain the port number 2315.

The point-of-sale number (the last two digits of the workstation-ID) to the desired GTD has to be entered.

Due to the potential data volume, the last seven digits of the receipt are shown in the delivery state; the last
receipt line is the lower line, the preceding lines are scrolled upwards. In the POS Menu (when using a PS/2
keyboard: press F1/ POS Menu), the starting line or number of scrolling lines can be changed if desired:

Please take care that the end of the scroll field (starting line + scroll lines -1; default: start: 10; number 7 ->
scroll field of 10-16!) does NOT go beyond line 16!

The display holding time only starts once the last receipt line ("FINAL") has been received!

There are two different versions:

1. Micros-st: Store-Version, d.h. all bookings of the actual check will be finished without a possible
pick-up later! So, no table number will be displayed!

2. Mircos-Rest: Restaurant-version including the display of the table number. The check can be deferd
temporary (,Srvc_total‘) and picked up again later.

File name: Micros_st.gtd
and Micros_rest.gtd



