Specific directions for GTD- installation to Miniter access control system

Interface parameters (fixed):19200 baud,no parity, 1 stop bit, 8 data bits.

Data fields:
Track 3 written (EC-card): account number (10 digits);bank code (8 digits) .
Track 2 written (credit card): card number (max. 16 digits) .

Aside from the GTD and the Miniter card reader, a RS232/ 422 converter will also be needed
permanently. This RS232/422 converter can be obtained from Miniter, the manufacturer, including an
AT modem cable (9-pole to 25-pole)!

Settings of the RS232/422converter:

DTE/DCE: DTE; MON/SIM: MON; T-ON/R-ON: (Medium setting).

Note:
The card reader initially must be set via the MINITER configuration program (RS485 variation) and the
RS232/422 converter.) The previously configured file MINITERgtd.S2d can be used as a basis for
this. Enter the following basic settings and check if the standard address for the protocol has been set
to 48:

Connection diagram:

Miniter Converter GTD (/ PC)
Connection terminal RS422 <--> RS232 RS232
6-pin 4-pin 25-pin 9-pin
RS485 + Y — 1 T+ TXD 2 2 RxD
RS485 - /R — - 2 T - RXD 3 3 TxD
L 3 R+ GND 7 5 GND
4 R-
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Directly before writing the Miniter-ACS, please select protocol type Standard.

Note: To be able to read all 16 signs from track 2 (credit cards etc.), the card reader must be provided
with a special spacer, since the standard plugging depth is not enough! Please contact your dealer or
Miniter directly.



