Firmware-programming of the NPC Il

Call up the hidden menu ,,system*:
After establishing a connection (via RS232 or TCP/IP) to the NPCII call up the converter info box
(->converter -> converter-Info), and the following menu appears:

Converter - info §|

File narme : PBA_bank® npo

: , , “
Dt of programming: 08.07.14 1120 During the displaying press the button ,$ on your

keyboard: in the menu bar appears the new menu
IP-addiezz / Port: 1921681 245 4444

,System”!

NPC I1-5/H: 000363 €— | .
|~ (serial number of NPCII)

To call up the system menu please click once on ,System“and the following sub menu appears:

IL; NPC Il Protocol converter - Setup V2.01 ® 32014 _ Firmware
File RS232PCDVR POS-Interface POS Conveffer  System ) et AVR-Fuses
Commurnication & R5232  TCRAP Diata set IT J J J Firmware Il-lfl:l
1 | W GaaN a 10
2 _| WlDae o O
3 _| W Time 1 1 O
4 | T 1z O
5 _| [l Phaotostep 13 1 0
5 _| WBLZ 14 [
7 _| MKTO 15 | O
8 10O 18 O

'POS-parameters A5232 - LAM --File: PEM_bank21.npc -

Handshake : none Data format : 3 none Baudrate : 2400

IP: 132.168.1.92 Port: 2315

FIRMWARE

ax

In this menu you can upgrade the NPC unit with a new version.

This firmware contains all the outgoing protocols to DVRs,
recording systems, and so on.
Note for release 1.x: It is strongly recommended to operate

the upgrading procedure ONLY VIA RS232!!11

. Programmierung Block 4
[EEPTEY  Dateiname: [rPesiave =l Offnen

(checking of the serial no: see converter info box, or on the bottom-side of the unit!)

Rel. 1.x (serial no < #500): Program of Version 1.xx!

Rel. 2.x (#499 > serial no < #1700) : Program firmware Version 2.05 or higher by using PC
version 2.01 (or up)

Rel. 3.x ( < #1700 serial no < #3500) : Current FW 3.03; using PC version 2.10 (or up)

Rel. 4.x (serial no > #3500) : Current FW 4.00 ; using PC version 2.20 (or up)

Please mark the appropriate. By pressing ,,open” ( or double click) the file will be loaded and
the programming procedure starts ( a progress bar appears):

FIRMWARE-Info npeii_201 (X
The current firmware version of the connected unit will be displayed. | "0




